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OTOMOTIV A.S. | AUTOMOTIVE INC.

HOMBINE - KANAL ACMA VE TEMIZLEME - SU TANKER ARAELARI
COMBINED - CANAL JETTINGS & VACUUM - WATER TANKERS TRUCKS
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HAKKIMIZDA
ABOUT US

Karba Otomotiv A.S., 1994 yilinda belediyef'f;‘ kamu ve

ozel kurumlarin hizmetlerine yonelik Ustyapi ¢ozlumleri
tretmek icin kurulmustur. Ustyapi céziimlerimizi; yanginda
mucadele ve kurtarma araclari, cevre temizlik ve
diizenleme araclari, su ve kanalizasyon sistemlerine yénelik
araclar, hidrolik platform araclar, ylk tasima araclari ve dzel
amacl araclarbashklari altinda toplayabiliriz.

Arac Ustli ekipman sektorlinde faaliyet gosteren firmamiz ASO
1. OSB'de 36.000 m’ ve ASO 2. OSB'de 40.000 m’ olmak (izere
toplamda 76.000 m® alanda faaliyet gdstermektedir. Bugiin
konusunda uzman 240 personel personelle hizmet vermektedir.
Tesislerimizde yillik 1200-1400 adet arac Ustl ekipman imalati
yapilmaktadir.

Karba diinya pazarinda bilinen bir ¢cok sase kamyon Ureticisinin
onayl veya tavsiyeli tst yapicilik belgelerini almaya hak
kazanmistir. Bunlar FORD OTOSAN A.S., BMC OTOMOTIV
SAN.A.S., KAMAZ, MERCEDES-BENZ TURK A.S.,
M.A.N. KAMYON VE OTOBUS A.S., IVECO A.S., TEMSA
OTOMOTIV A.S., OTOKARA.S., ANADOLU ISUZU A.S., SCANIA,
RENAULT TRUCK.

Karba tretimin yapmis oldugu araclarda kullandigi ekipmanlarin
kalite belgelerini Avrupa Standartlari [EN] normuna gore almis ve
strdirtlebilir bir kalite anlayisinda tretimler yapmaya devam
etmektedir.

Karba her yil ar-ge ve inovasyon icin cirosundan %3'lik bir pay
ayirmaktadir. Kendi AR-GE merkezini kurmak icin calismalar
devam etmektedir.

Karba lrettigi Ustyapilarin %35'ini hali hazirda daimi mdsterisi
62 llkeye ihra¢ etmektedir. ihra¢ edilen her irinin Glkemizi
temsil ettigini bilerek tGretim yapmayi prensip edinmistir.

arbay siven v ik bulagii st
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| KARB

Karba Automotive Inc. was established in 1994 for supply
of vehicle mounted superstructures to the public and
private sectors. Our major product range comprises fire
fighting and rescue vehicles, environmental cleaning
vehicles, water and sewer system vehicles, hydraulic
platform vehicles, load carrying vehicles and special
purpose vehicles.

Karba has two production factoryies. Oneisin 1st Industrial Zone
in ANKARA as 36.000 m* and the second one is in 2nd Industrial
Zone in ANKARA as 40.000 m?. The production has been done in
totally, 76.000 m®. Well-skilled, experienced and professional 240
employees working and producing 1.200-1.400 superstructure
mounted vehicles annually.

Karba has acquired authorize bodybuilder certificates from
worldwide chassis manufacturers and providers customers with
high quality products. These authorizations: FORD OTOSAN A.S.,
BMC OTOMOTIV SAN.A.S., KAMAZ, MERCEDES-BENZ
TURK A.S., M.A.N. KAMYON VE OTOBUS A.S., IVECO A.S.,
TEMSA OTOMOTIV A.S., OTOKARA.S., ANADOLUISUZUA.S.,
SCANIA, RENAULTTRUCK.

Karba manufactures in line with EN Norms and continues its
manufacturing with an understanding of sustainable quality.
Karba spares a 3% share annually on R&D and innovation.

Karbaisinthe process of setting up its own R&D center.

Karba exports %35 of its total production to loyal customers in
62 countries. The principle of our production lies in the
understanding that every product exported represents our
country.
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KOMBINELER

COMBINE VEHICLES

Kanal agma araci [Kuka), tikanan kanalizasyon kanallarini basingli su ile agmak iizere tasarlanmis ve dzel olarak donatilmis arag iistii ekipmanlardir. Arac iizerine monte
edilen su tankinin hacmi; tasitin dingil ve azami yuk agirligi goz onune alinarak imal edilmektedir. Tanktan alinan su yuksek basing kanal agma hortumu vasitasiyla
yuksek basincli su pompasiyla foseptik kanallarina pompalanir. Pompaya gug aktarimi, ara sanziman kullanilarak yapilmaktadir. Ekipmanda bulunan kanal agma ve
hortum makaralan, istenilen uzunluktaki hortumlan sarmaya uygun olup hidrolik veya mekanik olarak misterilerimizin istekleri dogrultusunda retilir.

Ayrica ekipmanda yikama amacli kullanilabilen yikama tabancasi mevcuttur. Su tanklar, hidrattan veya baska bir aractan tank dolum vanalari ile veya tank tzerindeki
menhol kapagindan doldurulur. Ekipmanlarimiz, tamamen musterilerimizin istekleri dogrultusunda tasarlanip, ihtiyaclann karsilandigi en uygun ozellikte ve en iyi
kalitede uretilmektedir.

Model KRB-KOMB-21 KRE-KOM10-31 KRB-KOM15-42 KRB-KOM18-53 KRB-KOM25-85 KRB-KOM32-96
Arag Tagima Kapasitesi En Az B500 kg En Az 10000 kg En Az 15000 kg En Az 18000 kg En Az 25000 kg En Az 32000 kg
Bolinmig Tank 3000 Lt 4000 Lt 6000 Lt 8000 Lt 13000 Lt 15000 Lt
Temiz Su Kapasitesi 1000 Lt 1000 Lt 2000 Lt 3000 Lt 5000 Lt 6000 Lt
Pis Su Kapasitesi 2000 Lt 3000 Lt 4000 Lt 3000 Lt 8000 Lt 9000 Lt
Tank Malzemesi Karbon Celik
Vakum Pompasi Kapasitesi 500-850 m'/Saat 500-850 m'/Saat 500-2700 m’/Saat 700-2700 m'/Saat 1500-4500 m’/Saat 2400-9500 m'/Saat
Yilksek Basing Pompa Kapasitesi 100-160 Bar'da 110-180 Lt/Dk  100-160 Bar'da 110-180 Lt/ Dk 120-160 Bar'da 120-260 Lt/Dk 155-170 Bar'da 260-410 Lt/Dk 155-230 Bar'da 330-410 Lt/ Dk 170-230 Bar'da 350-480 Lt/Dk
Arka Kapak Acma Hidrolik
Ana Kanal Agma Tamburu 80 m Uzunlugunda 3/4" Capinda Hortumlu 120 m Uzunlugunda 1" Capinda Hortumlu
Yardimci Kanal Agma Tamburu 1/2°-60 m Manuel Sarma Sistemi
Arka Kapak Kilitleri Hidrolik
Vanalar Mekanik Bogaltma ve Emig Vanalan 4" Mekanik Doldurma 6° Pnomatik Bogaltma 6" Mek. Dol. 6" Pno. Bos.
Dolaplar Tank Boyunca Tankin Her iki Yaminda
4 Adet 3 m Emig Hortumu - 1 Adet 3 m Yangin Hortumu 4 Adet 3m 4" Emig Hortumu - 1Adet 3 m 6" Kaplinli Bogaltma Hortumu
Standart Aksesuarlar febpey B s Lt P ehe i S s R il 2 Adet Silindirik Doner Lamba - 1 Adet Projektor - 1Adet Rekor Anahtan
1 Adet Rekor Anahtari - 1Adet Oval Tip Kanal Agma Memesi 1 Adet Yumurta Tip Kanal Agma Memesi - 1 Adet Oval Tip Kanal Agma Memesi

Diisiinal AksasianEr 210° Dinebilen Emis Bomu - Kasetli Tip Hortum Tamburu - Paslanmaz Celik Tank - Paslanmaz Celikten imal Harici Su Tanki - Hidrolik Tank Kaldirma - Pngmatik Emig Vanasi
psty Pnomatik Bogaltma Vanas: - Hidrolik Arka Kapak Kilitleri - Hidrolik Elektrikli Ving - Basincli Tank Bosaltma - Yardime: Kanal Agma Ciknige

O2/-.uw.karha.cnm.tr



OTOMOTIV A§. [AUTOMOTIVEINC.

The sewer opening vehicles (Kuka) is specially equipped on-board equipment designed to open the plugged sewer ducts with pressurized water. Volume of the water tank
mounted on the vehicle is designed regarding the load capacity of axle of the vehicle and the maximum payload. The water from the tank is pumped through the high
pressure sewer hose to the septic ducts by the high pressure water pump. Power transmission to the pump is carried out using an intermediate gearbox. The hose reels on
the equipment are suitable for the desired length of the hoses and are produced hydraulically or mechanically in accordance with the demands of our customers.

There is also a washing gun available for washing on the equipment. Water tanks can be filled from hydrants or other vehicles by tank filling valves or manhole covers on
the tank. Our equipment is designed in accordance with the needs of our customers and is produced in the best quality and the most suitable features to meet the needs.

STANDARD TYPE COMBINED VEHICLES Specification
Model KRB-KOM8-21 KRB-KOM10-31 KRB-KOM15-42 KRB-KOM18-53 KRB-KOM25-85 KRB-KOM32-96
Vehicle Carrying Capacity At least 8500 kg At least 10000 kg At least 15000 kg At least 18000 kg At least 25000 kg At least 32000 kg
Splitted Tank 3000 Lt 4000 Lt 6000 Lt 8000 Lt 13000 Lt 15000 Lt

Clean Water Capacity 1000 Lt 1000 Lt 2000 Lt 3000 Lt 5000 Lt 6000 Lt

Waste Water Capacity 2000 Lt 3000 Lt 4000 Lt 5000 Lt 8000 Lt 9000 Lt

Tank Material Carbon Steel

Vacuum Pump Capacity 500-850 m'/h 500-850 m’/h 500-2700 m'/h 700-2700 m'/h 1500-4500 m’/h 2400-9500 m'/h

High Pressure Pump Capacity
Opening the Back Cover

Main Hose Drum

Auxiliary Hose Drum

Rear Cover Locks

Valves

Cabinets

Standard Accessories

Optional Accessories

110-180 lpm at 100-160 bars 110-180 lpm at 100-160 bars 120-260 lpm at 120-160 bars 260-410 Lpm at 155-170 bar

Hydraulic

330-410 lpm at 155-230 bar 350-480 lpm at 170-230 bar

B0 m Length 3/4 " diameter 120 m Long 1" Hose
1/2"-60 m Manual Winding System

Hydraulic
Mechanical Discharge and Intake Valves 4" Manual Operated Suction and 6 Pneumatic Discharge Valves 6" Manual & 6" Pneumatic
On Both Sides of the Tank Along the Tank

4 units, 3m x 4" Suction Hoses - 1 unit, 3m x b" Sischarge Hose With Coupling
¢ Cylindrical Rotating Lamps - 1 Projector - 1 Coupling Spanners
1Egg Type Channel Opening Nozzle - 1 Oval Type Channel Dpening Nozzle

4 pieces 3 m Suction Hose - 1unit 3 m Fire hose

¢ pieces 6% Coupling Discharge Hose - 2 Cylindrical Rotating Lamps
1Projector - 1Egg Type Channel Opening Nozzle

1 Coupling Spanners - 10val Type Channel Dpening Nozzle

210" Rotatable Suction Boom - Cassette Type Hose Drum - Stainless Steel Tank - Ext. Mounted Stainless Steel Water Tank - Hydraulic Tank Lifting
Pneumatic Suction - Pneumatic Discharge Van - Hydraulic Rear Door Locks - Hydraulic Electric Crane - Pressurized Tank Discharge - Auxiliary Hose Reel

v.w'.rv.f.karha.cnm./og



Kanal acma araci (Kuka), tikanan kanalizasyon kanallarini basincli su'ile agmak iizere tasarlanmis ve dzel olarak donatilmis arac tistii ekipmanlardir. Arac {izerine monte
edilen su tankinin hacmi; tasitin dingil ve azami yuk agirligi goz onune alinarak imal edilmektedir. Tanktan alinan su yiiksek basing kanal agma hortumu vasitasiyla
yuksek basingli su pompasiyla foseptik kanallarina pompalanir. Pompaya gii¢ aktarimi, ara sanziman kullanilarak yapilmaktadir. Ekipmanda bulunan kanal agma ve
hortum makaralan, istenilen uzunluktaki hortumlan sarmaya uygun olup hidrolik veya mekanik olarak misterilerimizin istekleri dogrultusunda uretilir.

Ayrica ekipmanda yikama amacli kullanilabilen yikama tabancasi mevcuttur. Su tanklar, hidrattan veya baska bir aractan tank dolum vanalari ile veya tank uzerindeki
menhol kapagindan doldurulur. Ekipmanlanimiz, tamamen musterilerimizin istekleri dogrultusunda tasarlanip, ihtiyaclarin karsilandigi en uygun ozellikte ve en iyi
kalitede uretilmektedir.

KASET BOMLU KOMBINELER Teknik Ozellikler
Model KRB-KBK8-21 KRB-KBK10-31 KRB-KBK15-42 KRB-KBK18-53 KRB-KBK25-85 KRB-KBK32-96
Arag Tagima Kapasitesi En Az 8500 kg En Az 10000 kg En Az 15000 kg En Az 18000 kg En Az 25000 kg En Az 32000 kg
Bolinmiig Tank 3000 Lt 4000 Lt 6000 Lt 8000 Lt 13000 Lt 15000 Lt
Temiz Su Kapasitesi 1000 Lt 1000 Lt 2000 Lt 3000 L 5000 Lt 6000 Lt
Pis Su Kapasitesi 2000 Lt 3000 Lt 4000 Lt 5000 Lt 8000 Lt 9000 Lt
Tank Malzemesi Karbon (elik
Vakum Pompasi Kapasitesi 500-850 m'/Saat 500-B50 m'/Saat 500-2700 m'/Saat 700-2700 m'/ Saat 1500-4500 m'/ Saat 2400-9500 m'/Saat
Yilksek Basing Pompa Kapasitesi 100-160 Bar'da 110-180 Lt/Dk  100-160 Bar'da 110-180 Lt/Dk 120-160 Bar'da 120-260 Lt/Dk  155-170 Bar'da 260-410 Lt/Dk 155-230 Bar'da 330-410Lt/Dk  170-230 Bar'da 350-480 Lt/Dk
Arka Kapak Acma Hidrolik
Ana Kanal Agma Tamburu 80 m Uzunlugunda 3/4" Capinda Hortumlu 120 m Uzunlugunda 1" Capinda Hortumlu
Yardimei Kanal Agma Tamburu 1/2°-60 m Manuel Sarma Sistemi
Arka Kapak Kilitleri Hidrolik
Vanalar Mekanik Bogaltma ve Emig Vanalan 4" Mekanik Doldurma 6° Pnomatik Bogaltma 6" Mek. Dol. 6" Pnd. Bos.
Dolaplar Tank Boyunca Tankin Her iki Yaninda
Eiﬂ;ﬁ”;ﬂﬂlﬁﬂiET;E,?ﬂrﬂ‘: : 1:{ i;iﬁ'ﬂ"vﬂﬂgﬂ,"ﬁlﬂﬂﬁ:ﬁm £10° Donebilen Emis Bomu - Kasetli Tip Hortum Tamburu - 4 Adet 3 m 4° Emig Hortumu
Standart Aksesuarlar 2 Adet 6" Kaplinli Bogaltma Hortumu - 2 Adet Silindirik Doner Lamba 1Adet 3 m 6" Kaplinli Bosaltma Hortumu - 2 Adet Silindirik Doner Lamba - 1 Adet Projektar - 1 Adet Rekor Anahtan
1 Adet Projektar - 1 Adet Yumurta Tip Kanal Agma Memesi 1 Adet Yumurta Tip Kanal Agma Memesi - 1 Adet Oval Tip Kanal Agma Memesi

1 Adet Rekor Anahtan - 1 Adet Oval Tip Kanal Agma Memesi

Onsivinat Rk sasdinas Paslanmaz Celik Tank - Paslanmaz Celikten imal Harici Su Tanki - Hidrolik Tank Kaldirma - Pnématik Emig Vanasi - Pndmatik Bogaltma Vanas
psty Hidrolik Arka Kapak Kilitleri - Hidrolik Elektrikli Ving - Basingli Tank Bogaltma - Yardime) Kanal Agma Gikng)

O4/ww.karha.cnm.tr
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The sewer opening vehicles (Kuka) is specially equipped on-board equipment designed to open the plugged sewer ducts with pressurized water. Volume of the water tank
mounted on the vehicle is designed regarding the load capacity of axle of the vehicle and the maximum payload. The water from the tank is pumped through the high
pressure sewer hose to the septic ducts by the high pressure water pump. Power transmission to the pump is carried out using an intermediate gearbox. The hose reels on
the equipment are suitable for the desired length of the hoses and are produced hydraulically or mechanically in accordance with the demands of our customers.

There is also a washing gun available for washing on the equipment. Water tanks can be filled from hydrants or other vehicles by tank filling valves or manhole covers on
the tank. Our equipment is designed in accordance with the needs of our customers and is produced in the best quality and the most suitable features to meet the needs.

JIB ARM COMBINED VEHICLES Specification
Model KRB-KBKE8-21 KRB-KBK10-31 KRB-KBK15-42 KRB-KBK18-53 KRB-KBK25-85 KRB-KBK32-96

Vehicle Carrying Capacity At least 8500 kg At least 10000 kg At least 15000 kg At least 18000 kg At least 25000 kg At least 32000 kg
Splitted Tank 3000 Lt 4000 Lt 6000 Lt 8000 Lt 13000 Lt 15000 Lt

Clean Water Capacity 1000 Lt 1000 Lt 2000 Lt 3000 Lt 5000 Lt 6000 Lt

Waste Water Capacity 2000 Lt 3000 Lt 4000 Lt 5000 Lt 800D Lt 9000 Lt

Tank Material Carbon Steel

Vacuum Pump Capacity 500-850 m'/h 500-850 m'/h 500-2700 m'/h 700-2700 m'/h 1500-4500 m'/h 2400-9500 m'/h

High Pressure Pump Capacity  110-180 lpm at 100-160 bars 110-180 Lpm at 100-160 bars 120-160 Bar'da 120-260 Lt/ Dk 260-410 Lpm at 155-170 bar 330-410 lpm at 155-230 bar 350-480 Lpm at 170-230 bar
Opening the Back Cover Hydraulic

Main Hose Drum B0 m Length 3/4 " diameter 120 m Long 1" Hose

Auxiliary Hose Drum 1/2"-60 m Manual Winding System

Rear Cover Locks Hydraulic

Valves Mechanical Discharge and Intake Valves 4" Manual Operated Suction and 6" Pneumatic Discharge Valves 6" Manual & 6" Pneumatic
Cabinets On Both Sides of the Tank Along the Tank

Standard Accessories

Optional Accessories

4 piECEE 3_ﬂ'1 Euct.iun HFIEE - Tunit 3m Fire TH_N-E_ : 4 ||_r|'|i'55r Imx 4" Suction Hoses - 1 u“ih Imxh” SiSEhHTHE Hose With [:ﬂup[f“g
CPIEoES S Loty My LRCIAIDE fese - cipndrica Rotating tames 2 Cylindrical Rotating Lamps - 1 Projector - 1 Coupling Spanners

rojector - 1Egg Type Channel Opening Nozzle ; :
1 Coupling Spanners - 1 0val Type Channel Opening Nozzle 1Egg Type Channel Opening Nozzle - 1 Oval Type Channel Opening Nozzle

210" Rotatable Suction Boom - Cassette Type Hose Drum - Stainless Steel Tank - Ext. Mounted Stainless Steel Water Tank - Hydraulic Tank Lifting
Pneumatic Suction - Pneumatic Discharge Van - Hydraulic Rear Door Locks - Hydraulic Electric Crane - Pressurized Tank Discharge - Auxiliary Hose Reel

www.karba .cnm./OS



Sehirici yerlesim yerlerinde ve diginda kullanilan-foseptik cukurlarinin
bosaltilmas, tikanan kanallanin agmak igin imal edilmis araclardir. Kullanim
yerine bagli olarak, sadece vidanjor, kanal agma ya da her ikisini de ihtiva eden
Kombine araclar olarak imal edilir. Yine bu cercevede temiz ve pis su tankli
vakum ve basincli su pompali olarak uretim yapilir.

Siyah sacdan veya paslanmaz celik olarak standart model yapilabilmektedir.
Kanal agma veya temizleme olarak kullanilan bu araclarin emis hortumlarinin
hakimiyetini artirmak amaci ile bomlu ve tamburlu olarak da uretilebilir.

YUKSEK EMi$ TiPLi KOMBINELER

Model

Yase

Arag Tagima Kapasitesi
Tank Kapasitesi

Temiz Su Kapasitesi

Pis Su Kapasitesi

Tank Malzemesi

Vakum Pompasi Kapasitesi
Yiiksek Basing Pompa Kapasitesi
Teleskopik Bom

Ana Kanal Agma Tamburu
Vanalar

Dolaplar

Tahrik

Standart Aksesuarlar

Opsiyonel Aksesuarlar

Teknik Ozellikler

KRE - YET 18-53 KRE - YET 18-53

bxz, bxd Bxd
En Az 25000 kg En Az 32000 kg
12000 Lt 16000 Lt
5000 Lt 1000 Lt
7000 Lt 3000 Lt
$T5¢2
3800-6500 m'/ Saat 3800-6500 m'/Saat
170-230 Bar'da 330-480 Lt/Dk 386 Bar'da 210 Lt/Dk
6"
120 m 1" Hortumlu 120 m 11/4" Hortumlu

6" Emig 6” Bogaltma
Tank Boyunca Tankin Her iki Yaninda
Ara Sanziman / PTO

270" Donebilen Emig Bomu - Kasetli Tip Hortum Tamburu

4 Adet 3 m Emis Hortumu - 1 Adet 3 m Yangin Hortumu

¢ Adet 6" Kaplinli Bogaltma Hortumu - £ Adet Silindirik Doner Lamba
1 Adet Projektor - 1 Adet Yumurta Tip Kanal Agma Memesi

1 Adet Rekor Anahtarn - 1 Adet Oval Tip Kanal Agma Memesi

Paslanmaz Celik Tank - Paslanmaz Celikten Imal Harici Su Tank

Hidrolik Tank Kaldirma - Pnomatik Emig Vanasi - Pnomatik Bosaltma Yanasi
Hidrolik Arka Kapak Kilitleri - Hidrolik Elektrikli Ving - Basingli Tank Bogaltma
Yardime: Kanal Agma Ciknigr

Oé/ww.karha.cnm.tr
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Combine trucks are used fort he purpose to emptying septic wells and to open the
clogged canals within the residential and industrial settlements. These trucks are
manufactured as combined vehicles bearing both the functions of vacuum and
canal jetting depending on the are of use. In this contex, these trucks are equipped
with clean and sludge water tanks and high-pressure water pumps

Based on the required specifications the tanks of these vehicles are manufactured
in various capacities from stainless steel or carbon steel materials. Combine
trucks which are used as canal jetting and/or vacuum trucks are manufactured
with optional attachments such as hose booms and drums to increase the control
of the suction hoses. Various designs and options are avaible based on the
customer needs and area use.

HIGH VACUUM TYPE COMBINE VEHICLES Specification

Maodel

Chassis

Vehicle Carrying Capacity
Tank Capacity

Clean Water Capacity
Waste Water Capacity
Tank Material

Vacuum Pump Capacity
High Pressure Pump Capacity
Telescopic Boom

Main Hose Drum

Valves

Cabinets

Actuator

Standard Accessories

Optional Accessories

KRB - YET 18-53 KRE - YET 18-53

b, bxd Bud
At least 25000 kg At least 32.000 kg
12000 Lt 16000 Lt
5000 Lt 1000 Lt
7000 Lt 3000 Lt
§T52
3800-6500 m'/h 3800-6500 m'/h
330-480 lpm at 170-230 bar 210 lpm at 386 bar

120 m of 11/4° jetting hose
6" Suction 6" Discharge

On Both Sides of the Tank Along the Tank
Intermediate Gearbox/PT0

210" Rotatable Suction Boom - Cassette Type Hose Drum

4 pieces 3 mt Suction Hose - 1 unit 3 mt. Fire hose

¢ pieces 6" Coupling Discharge Hose - 2 Cylindrical Rotating Lamps
1Projector - 1 Egg Type Channel Opening Nozzle

1 Coupling Spanners - 10val Type Channel Opening Nozzle

120 m Long 1" Hose

Stainless Steel Tank - Ext, Mounted stainless steel water tank
Hydraulic Tank Lifting - Pneumatic Suction - Pneumatic Discharge Van
Hydraulic Rear Door Locks - Hydraulic Electric Crane -

Pressunized Tank Discharge - Auailiary Hose Reel



Gevreci bir kombine kanal agma makinesi atik su tanki iginde bulunan dzel
filtreleri antim sistemi ile atik suyu filitre edip temiz su tankina antilmig olarak
alan ozel bir duzenege sahiptir. Boylelikle kanal agma icin geri donusum su
kullamilarak kanal agma yapmaktadir. Bu sayede dah uzun sure temiz su

kullanimi saglanmaktadir.
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The combined vehicles shall be equipped with a water recovery system. This
system shall filter the suctioned wastewater in the wastewater tank during vacuum
when the vacuum pump and water pump are active, shall transfer this filtered
water to the clean water tank, and shall ensure that it is used in the pressure
system.

GERi DONUSUM SISTEMLI KOMBINELER

Model

yase

Arag Tagima Kapasitesi
Tank Kapasitesi

Temiz Su Kapasitesi

Pis Su Kapasitesi

Tank Malzemesi

Vakum Pompas! Kapasitesi
Yiiksek Basing Pompa Kapasitesi
Teleskopik Bom

Ana Kanal Agma Tamburu
Vanalar

Dolaplar

Tahrik

Standart Aksesuarlar

Opsiyonel Aksesuarlar

Teknik Ozellikler
KRB - RK KRB - RK
bxé, bud fxd
En Az 25000 kg En Az 32000 kg
12000 Lt 16000 Lt
5000 Lt 7000 Lt
7000 Lt 9000 Lt
5T5¢
3800-6500 m'/Saat 3800-6500 m'/Saat
170-230 Bar'da 330-480 Lt/Dk 386 Bar'da 210 Lt/Dk
.

120 m 1" Hortumlu 120 m 11/4" Hortumlu

6" Emig 6" Bogaltma

Tank Boyunca Tankin Her iki Yaninda
Ara Sanziman / PTO

£10° Donebilen Emig Bomu - Kasetli Tip Hortum Tamburu

4 Adet 3 m Emig Hortumu - 1 Adet 3 m Yangin Hortumu

¢ Adet 6™ Kaplinli Bogaltma Hortumu - € Adet Silindirik Doner Lamba
1 Adet Projektor - 1 Adet Yumurta Tip Kanal Acma Memesi

1 Adet Rekor Anahtar - 1 Adet Oval Tip Kanal Agma Memesi

Paslanmaz Celik Tank - Paslanmaz Celikten Imal Harici Su Tanki

Hidralik Tank Kaldirma - Pnomatik Emig Vanasi - Pnomatik Bogaltma Vanasi
Hidrolik Arka Kapak Kilitleri - Hidrolik Elektrikli Ving - Basingh Tank Bogaltma
Yardimer Kanal Agma Cikrigi

COMBINED VEHICLES WITH WATER RECOVERY SYSTEM  Specification

Model KRB - RK KRE - RK

Chassis bxZ, bxd Bxd4

Yehicle Carrying Capacity At least 25000 kg At least 32.000 kg
Tank Capacity 12000 Lt 16000 Lt

Clean Water Capacity 5000 Lt 1000 Lt

Waste Water Capacity 1000 Lt 9000 Lt

Tank Material $T5¢2
3800-6500 m'/h 3800-6500 m'/h
330-480 lpm at 170-230 bar 210 lpm at 386 bar
Telescopic Boom b
120 m Long 1° Hose

Vacuum Pump Capacity
High Pressure Pump Capacity

Main Hose Drum 120 m of 11/4" jetting hose

Valves 6" Suction 6" Discharge
Cabinets On Both Sides of the Tank Along the Tank
Actuator Intermediate Gearbox/PTO

Standard Accessories

Optional Accessories

270" Rotatable Suction Boom - Cassette Type Hose Drum

4 pieces 3 mt Suction Hose - 1 unit 3 mt. Fire hose

¢ pieces b" Coupling Discharge Hose - € Cylindrical Rotating Lamps
1Projector - 1 Egg Type Channel Opening Nozzle

1 Coupling Spanners - 1 Oval Type Channel Opening Nozzle

Stainless Steel Tank - Ext. Mounted stainless steel water tank
Hydraulic Tank Lifting - Pneumatic Suction - Pneumatic Discharge Van
Hydraulic Rear Door Locks - Hydraulic Electric Crane -

Pressurized Tank Discharge - Auxiliary Hose Reel

1-*.'1-'.'x'.'.karba.cn:n./07
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BASINCLI SU ILE KANAL ACMA ARA

Kanal agma araci (Kuka), tikanan kanalizasyon kanallarini basincli su ile agmak
uzere tasarlanmig ve ozel olarak donatilmig arag ustu ekipmanlardir. Arag
Uzerine monte edilen su tankinin hacmi; tagitin dingil ve azami yiik agirligi goz
onune alinarak imal edilmektedir. Tanktan alinan su yiiksek basing kanal agma
hortumu vasitasiyla yuksek basingli su pompasiyla foseptik kanallarina
pompalanir. Pompaya giig aktanmi, ara sanziman kullanilarak yapilmaktadir.
Ekipmanda bulunan kanal agma ve hortum makaralari, istenilen uzunluktaki
hortumlan sarmaya uygun olup hidrolik veya mekanik olarak musterilerimizin
istekleri dogrultusunda uretilir.

Ayrica ekipmanda yikama amacli kullanilabilen yikama tabancasi mevcuttur. Su
tanklan, hidrattan veya baska bir aractan tank dolum vanalari ile veya tank
uzerindeki menhol kapagindan doldurulur. Ekipmanlarimiz, tamamen
musterilerimizin istekleri dogrultusunda tasarlanip, ihtiyaclanin kargilandigi en
uygun ozellikte ve en iyi kalitede uretilmektedir.

ORTA SERi BASINCLI KUKALAR Teknik Ozellikler

Model KRE - JETD3 KRB - JET04 KRB - JETOG

Jase 4xe

Arag Tagima Kapasitesi En Az 7.500 kg EnAz12.000 kg En Az 15.000 kg

Tank Kapasitesi 3.000 Lt 4.000 Lt 6.000 Lt

Yiiksek Basing Pompa Kapasitesi 100-160 Bar'da 110-180 Lt/Dk 105-170 Bar'da 260-345 Lt/Dk
Tank Malzemesi Karbon Celik

120m 3/4"Hortumlu 120 m 1" Hortumlu

1/2°-60 mt Manuel Sarma Sistemi

Ana Kanal Agma Tamburu
Yardimei Kanal Agma Tamburu

Dolaplar Tank Boyunca Tankin Her iki Yaninda

2 Adet Silindirik Doner Lamba - 1 Adet Projektor
1 Adet Rekor Anahtan - 1 Adet Yumurta Tip Kanal Agma Memesi
1 Adet Oval Tip Kanal Agma Memesi

Standart Aksesuarlar

Paslanmaz Celik Tank - Hidrolik Elektrikli Ving

£00 bar'da 300 Lt/Dk Kapasiteye Kadar Yuksek Basing Pompasi
Uzaktan Kumandali Monitar - 135° Kadar Tambur Donebilme Ozelligi
Hidrolik Yardimer Kanal Agma Cikngi

’10/'.uw.l-:arha.cnm.tr

Opsiyonel Aksesuarlar

The canal opening jetting vehicle [Kuka] is specially equipped on-board
equipment designed to open the plugged sewer ducts with pressurized water.
Volume of the water tank mounted on the vehicle; The axle of the vehicle and the
maximum load weight are taken into consideration. The water from the tank is
pumped through the high pressure hose to the septic ducts by the high pressure
water pump. Power transmission to the pump is carried out using an intermediate
gearbox. The hose can be as desired length and the hose reels are produced
hydraulically or mechanically in accordance with the needs of our customers.

There is also a washing gun available for washing in the equipment. Water tanks
can be filled from a hydrant or other vehicles via tank filling valves or manhole
covers on the tank. Our equipment is designed in accordance with the needs of our
customers and is produced in the best quality and the most suitable features to
meet the needs.

MID RANGE JETTING VEHICLES Specification

Model KRB - JETO3 KRB - JETO4 KRB - JETOG

Chassis 4t

Vehicle Carrying Capacity Atleast1.500 kg  Atleast12.000kg AtLleast15.000 kg

Tank Capacity 3.000 Lt 4.000 Lt 6.000 Lt

High Pressure Pump Capacity 110-180 Lt / min at 100-160 bars ~ 260-345 L/min at 105-170 bars
Tank Material Carbon Steel

Main Hose Drum 120 mt Long 3/4 " Hose 120 m Long 1" Hose

1/2°-60 m Manual Winding System
On Both Sides of the Tank Along the Tank

Auxiliary Hose Drum
Cabinets

£ Cylindrical Rotating Lamps - 1 Projector
1 Coupling Spanners - 1Egg Type Channel Opening Nozzle
1 0val Type Channel Opening Nozzle

Standard Accessories

Stainless Steel Tank - Hydraulic Electric Crane

High Pressure Pump up to 300 Lt / min Capacity at 200 bar
Remote Controlled Monitor - Drum Swivel Feature Up to 135°
Hydraulic Auxiliary Hose Reel

Optional Accessories



Kanal agma araci (Kuka], tikanan kanalizasyon kanallarini basingli su ile agmak
uzere tasarlanmig ve ozel olarak donatilmis arag usti ekipmanlardir. Arag
uzerine monte edilen su tankinin hacmi; tasitin dingil ve azami yiik agirligi goz
onune alinarak imal edilmektedir. Tanktan alinan su yuksek basing kanal agma
hortumu vasitasiyla yuksek basingli su pompasiyla foseptik kanallarina
pompalanir. Pompaya gii¢ aktanimi, ara sanziman kullanilarak yapilmaktadir.
Ekipmanda bulunan kanal agma ve hortum makaralan, istenilen uzunluktaki
hortumlan sarmaya uygun olup hidrolik veya mekanik olarak mugterilerimizin
istekleri dogrultusunda uretilir.

Ayrica ekipmanda yikama amacli kullanilabilen yikama tabancasi mevcuttur. Su
tanklar, hidrattan veya baska bir aractan tank dolum vanalari ile veya tank
izerindeki menhol kapagindan doldurulur. Ekipmanlanimiz, tamamen
musterilerimizin istekleri dogrultusunda tasarlanip, ihtiyaclarin kargilandigi en
uygun ozellikte ve en iyi kalitede uretilmektedir.
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The canal opening jetting vehicle [Kuka] is specially equipped on-board
equipment designed to open the plugged sewer ducts with pressurized water.
Volume of the water tank mounted on the vehicle; The axle of the vehicle and the
maximum load weight are taken into consideration. The water from the tank is
pumped through the high pressure hose to the septic ducts by the high pressure
water pump. Power transmission to the pump is carried out using an intermediate
gearbox. The hose can be as desired length and the hose reels are produced
hydraulically or mechanically in accordance with the needs of our customers.

There is also a washing gun available for washing in the equipment. Water tanks
can be filled from a hydrant or other vehicles via tank filling valves or manhole
covers on the tank. Our equipment is designed in accordance with the needs of our
customers and is produced in the best quality and the most suitable features to
meet the needs.

YUKSEK SERi BASINCLI KUKALAR Teknik Ozellikler
Model KRE - JETO8 KRE - JET13

yase 4ué

Arac Tagima Kapasitesi En Az 18.000 kg En Az 25.000 kg

Tank Kapasitesi 8.000 Lt 13.000 Lt

Yiiksek Basing Pompa Kapasitesi 170-230 Bar'da 330-480 Lt/Dk

Tank Malzemesi Karbon Celik

Ana Kanal Agma Tamburu 120 mt Uzunlugunda 1" Capinda Hortumlu

Yardimer Kanal Agma Tamburu 1/2°-60 mt Manuel Sarma sistemi

Dolaplar Tank Boyunca Tankin Her iki Yaninda

2 Adet Silindirik Doner Lamba - 1 Adet Projektor
1 Adet Rekor Anahtari - 1 Adet Yumurta Tip Kanal Agma Memesi
1 Adet Oval Tip Kanal Agma Memesi

Standart Aksesuarlar

Paslanmaz Celik Tank - Hidrolik Elektrikli Ving

113 bar'da 360 Lt/ Dk Kapasiteye Kadar Yuksek Basing Pompasi
Yardimci Kanal Agma Cikrigi - 135° Kadar Tambur Donebilme Ozelligi
Hidrolik Tahrikli Pis Su Transfer Pompasi - Ozel Kanal Agma Basliklan

Opsiyonel Aksesuarlar

HIGH RANGE JETTING VEHICLES Specification

Model KRB - JETOB KRB - JET13
Chassis 4x¢

Vehicle Carrying Capacity At least 18.000 kg At least 25.000 kg
Tank Capacity 8.000 Lt 13.000 Lt

High Pressure Pump Capacity 330-480 Lt / min at 170-230 Bar

Tank Material Carbon Steel

Main Hose Drum 120 mt Long 1" Hose

Auxiliary Hose Drum 1/2"-60 mt Manual Winding System
Cabinets On Both Sides of the Tank Along the Tank

£ Cylindrical Rotating Lamps - 1 Projector
1 Coupling Spanners - 1Egg Type Channel Opening Nozzle
10val Type Channel Opeming Nozzle

Standard Accessories

Stainless Steel Tank - Hydraulic Electric Crane
High Pressure Pump up to 300 Lt / min Capacity at 200 bar
Remote Controlled Monitor - Drum Swivel Feature Up to 135°

Hydraulic Auxiliary Hose Reel
www.karba.com //‘ 4‘
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VACUUM TRUCKS
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Foseptik cukurlan ve kanallarda biriken pis su ve atiklan ¢cekmek ve transfer
etmek uzere tasarlanmig ve ozel olarak imal edilmig ekipmanlardir. Tank
icerisindeki hava vakumlanarak, pis sulann tank icerisine emilmesi ve tank
icerisine basingli hava verilerek pis sularin tahliye edilmesi, vakum pompasi
kullanilarak yapilmaktadir. Vakum pompasi guctnd, arag sanzimanina akuple
olarak baglanan PT0 dan almakta olup, sirtct mahalinde bulunan bir digmeyle
kumanda edilmektedir.

Ekipmanlarimiz, tamamen musterilerimizin istekleri dogrultusunda tasarlanip,
ihtiyaglarin karsilandigi en uygun ozellikte ve en iyi kalitede uretilmektedir.

STANDART TIP VIDANJORLER

They are equipment specially designed to suck and transfer waste water and
wastes accumulated in phoseptic pits and channels. The air in the tank is
vacuumed, the wastewater is sucked into the tank and the compressed air is fed
into the tank, and the waste water is discharged by using the vacuum pump. The
vacuum pump is powered by the power take-off which is coupled to the vehicle
gearbox, and is controlled by a button in the driver's cab.

Our equipment is designed in accordance with the needs of our customers and is
produced in the best quality and the most suitable features to meet the needs.

Model
sase

Arag Tagima Kapasitesi
Tank Kapasitesi
Tank Malzemesi

Vakum Pompasi Kapasitesi

Arka Kapak Agma
Arka Kapak Kilitleri
Vanalar

Dolaplar

Standart Aksesuarlar

Opsiyonel Aksesuarlar

Teknik Ozellikler
KRB - VACD3 KRB - VACOG KRB - VACODB KRB - VAC13
due
En Az 7500 kg EnAz15.000kg EnAz18.000kg En Az 25.000 kg
3.000 Lt 6.000 Lt 8.000 Lt 13.000 Lt
Karbon Celik

300-850 m'fSaat  400-2700 m'/Saat 1500 m'/Saat

El Pompasi ile mekanik

100-65.00 m'/Saat

Mekanik volanli tip

Mekanik Bogaltma ve 4" Mekanik emig vanasi 6° pnomatik bogaltma

Emis Vanalar

Tank boyunca tankin her iki yaninda

¢ Adet Silindirik Tip Tepe Lambasi
1 Adet Projektor - 1 Adet Rekor Anahtan

270° Donebilen Emig Bomu - Kasetli Tip Hortum Tamburu - Paslanmaz Celik Tank
Hidrolik Tank Kaldirma - 6500 m'/Saat’e Kapasiteye Kadar Vakum Pompass
Pnomatik Emig Vanas: - Pnomatik Bogaltma Vanasi - Hidrolik Arka Kapak Kilitleri
Hidrolik-Elektrikli Ving - Basingh Tank Bogaltma

STANDARD TYPE VACUUM TRUCKS

Model
Chassis

Vehicle Carrying Capacity

Tank Capacity

Tank Material

Vacuum Pump Capacity
Opening the Back Cover
Rear Cover Locks

Valves

Cabinets

Standard Accessories

Optional Accessories

Specification
KRB - VACD3 KRB - VACOG KRB - VACO®S KRE - VAC13
4x2
Atleast 7500 kg At least 15.000 kg At least 18.000 kg At least 25.000 kg
3.000 Lt 6.000 Lt 8.000 Lt 13.000 Lt
Carbon Steel
300-850 m'/h 400-2700 m'/h 1500 m'/h 100-65.00 m*fh

Mechanical with Hand Pump

Mechanical Flywheel Type

Mechanical Discharge 4" Mechanical Suction Valve 6™ Pneumatic Discharge

and Intake Yalves

On Both Sides of the Tank Along the Tank

¢ Cylindrical Type Top Lamp
1Projector - 1 Coupling Spanners

210" Rotatable Suction Boom - Cassette Type Hose Drum - Stainless Steel Tank
Hydraulic Tank Lifting - 2000 m'/h Capacity Vacuum Pump

Prneumatic Suction - Pneumatic Discharge Van - Hydraulic Rear Door Locks
Hydraulic-Electric Crane - Pressunized Tank Discharge

www.karba .cnm.//‘ 3
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Foseptik cukurlar ve kanallarda biriken pis su ve atiklan ¢ekmek ve transfer
etmek uzere tasarlanmig ve ozel olarak imal edilmig ekipmanlardir. Tank
igerisindeki hava vakumlanarak, pis sulann tank icerisine emilmesi ve tank
icerisine basingli hava verilerek pis sularin tahliye edilmesi, vakum pompasi
kullanilarak yapilmaktadir. Vakum pompasi guctnd, arag sanzimanina akuple

olarak baglanan PT0 dan almakta olup, sirtct mahalinde bulunan bir dugmeyle

kumanda edilmektedir.

Ekipmanlarimiz, tamamen misterilerimizin istekleri dogrultusunda tasarlanip,
ihtiyaglarin kargilandigi en uygun ozellikte ve en iyi kalitede uretilmektedir.

TELESKOPIK EMIS BOOMLU VIDANJORLER
Model
Jase

Arag Tagima Kapasitesi
Tank Kapasitesi

Tank Malzemesi

Vakum Pompasi Kapasitesi
Arka Kapak Agma

Arka Kapak Kilitleri
Vanalar

Dolaplar

Standart Aksesuarlar

Opsiyonel Aksesuarlar

Teknik Ozellikler
KRE - YEBD3 KRE - YEBOT KRE - VEB12
4ue
En Az 15.000 kg En Az 18.000 kg En Az 25.000 kg
6.000 Lt 8.000 Lt 13.0000Lt
Karbon Celik
780 m'/Saat 1.500 m'/Saat 3.900 m'/Saat
Hidrolik El Pompast ile mekanik

Mekanik volanh tip
4" Mekanik emis vanasi 6" pnomatik bosaltma
Tank boyunca tankin her iki yaninda

210® Donebilen Emis bomu - Hidrolik Tank Kaldirma
¢ Adet silindirik Tip Tepe Lambasi - 1 Adet Projektor - 1 Adet Rekor Anahtan

Kasetli Tip Hortum Tamburu - Paslanmaz Celik Tank
2000 m'fSaat’e Kapasiteye Kadar Vakum Pompas: - Hidrolik Arka Kapak Kilitleri
Hidrolik-Elektrikli Ving - Basinch Tank Bogaltma - Uzaktan kumanda

1 4/'.uw.karha.cnm.tr
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They are equipment specially designed to suck and transfer waste water and
wastes accumulated in phoseptic pits and channels. The air in the tank is
vacuumed, the wastewater is sucked into the tank and the compressed air is fed
into the tank, and the waste water is discharged by using the vacuum pump. The
vacuum pump is powered by the power take-off which is coupled to the vehicle
gearbox, and is controlled by a button in the driver's cab.

Our equipment is designed in accordance with the needs of our customers and is
produced in the best quality and the most suitable features to meet the needs.

TELESCOPIC SUCTION BOOM VACUUM TRUCKS Specification

Maodel

Chassis

Vehicle Carrying Capacity
Tank Capacity

Tank Material

Vacuum Pump Capacity
Opening the Back Cover
Rear Cover Locks

Valves

Cabinets

Standard Accessories

Optional Accessories

KRB - VEBO3 KRE - VEBOT KRE - VEB12
4x2
Atleast 15.000kg  Atleast 18.000kg  Atleast 25.000 kg
6.000 Lt 8.000 Lt 13.000 L
Carbon Ssteel
780 m'/h 1.500 m'/h 3.900m'/h
Hydraulic Mechanical with Hand Pump

Mechanical flywheel type
4" Mechanical suction valve 6™ pneumatic discharge
On both sides of the tank along the tank

¢10° Rotatable Suction Boom - Hydraulic Tank Lifting
2 Cylindrical Type Top Lamp - 1 Projector - 1 Coupling Spanners

Cassette Type Hose Drum - Stainless Steel Tank - 6500 m'fh Capacity Vacuum Pump
Pneumatic Suction - Pneumatic Discharge Van - Hydraulic-Electrnic Crane
Pressurized Tank Discharge - Remote contral

————
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Foseptik cukurlan ve kanallarda biriken pis su ve atiklan cekmek ve transfer They are equipment specially designed to suck and transfer waste water and
etmek uzere tasarlanmis ve ozel olarak imal edilmis ekipmanlardir. Tank wastes accumulated in phoseptic pits and channels. The airin the tank is
icerisindeki hava vakumlanarak, pis sularin tank icerisine emilmesi ve tank vacuumed, the wastewater is sucked into the tank and the compressed air is fed
icerisine basingli hava verilerek pis sularin tahliye edilmesi, vakum pompasi into the tank, and the waste water is discharged by using the vacuum pump. The
kullanilarak yapilmaktadir. Vakum pompasi gictng, ara¢ sanzimanina akuple vacuum pump is powered by the power take-off which is coupled to the vehicle

olarak baglanan PT0 dan almakta olup, surtict mahalinde bulunan bir digmeyle gearbox, and is controlled by a button in the driver's cab.
kumanda edilmektedir.

Our equipment is designed in accordance with the needs of our customers and is
Ekipmanlarimiz, tamamen musterilerimizin isteklern dogrultusunda tasarlanip, produced in the best quality and the most suitable features to meet the needs.
thtiyaclarin kargilandigi en uygun ozellikte ve en Iyi kalitede uretilmektedir.

KASET BOOMLU ViDANJORLER Teknik Ozellikler CASSETTE SUCTION BOOM VACUUM TRUCKS Specification
Model KRE - VKBO7 KRB - VKB12 Model KRE - VKBOT KRB - VKB12

yase 4x2 Chassis 4x2

Arag Tagima Kapasitesi En Az 18.000 kg En Az 25.000 kg Vehicle Carrying Capacity At least 18.000 kg  Atleast 25.000 kg

Tank Kapasitesi 1.000 Lt 12.000 Lt Tank Capacity 1.000 Lt 12.000 Lt

Tank Malzemesi Karbon Celik Tank Material Carbon Steel

Vakum Pompasi Kapasitesi 1.500-4.000 m’/Saat 1.500-6.500 m’/Saat Vacuum Pump Capacity  1.500-4.000 m’/h  1.500 -6.500 m'/h

Arka Kapak Agma Hidrolik Opening the Back Cover  Hydraulic

Arka Kapak Kilitleri Mekanik/Hidrolik Rear Cover Locks Mechanics / Hydraulics

Vanalar 4" Mekanik emis vanasi 6" pnamatik bogaltma Valves 4" Mechanical suction valve 6" pneumatic discharge
Dolaplar Tank boyunca tankin her iki yaninda Cabinets On both sides of the tank along the tank

Tank Kaldirma Hidrolik Tank Lifting Hydraulic

Emig Bomu Z10° Donebilen 4°-3"-6" 15 m hortumlu Suction Boom £10” Rotable 4 "-5" -6 "13 m hose

FF200% uzaysal e 22 180" diad§ yapahilen enig kelul (1200 mm extended suction arm capable of at least 180° rotation)

Kasetli Tip Hortum Tamburu - Hidrolik Tank Kaldirma - 1 Adet Projektor : Cassette Type Hose Drum - Hydraulic Tank Lifting
Standart Aksesuarlar 2 Adet Silindirik Tip Tepe Lambasi - 1 Adet Rekor Anahtan Standard Accessories 2 Cylindrical Type Top Lamp - 1 Projector - 1 Coupling Spanners

Paslanmaz Celik Tank - Pnomatik Emis Vanasi

Stainless Steel Tank - Pneumatic Suction - Pneumatic Discharge Van
Pnomatik Bosaltma Vanas: - Hidrolik-Elektrikl Ving

Hydraulic-Electric Crane - Remote Cantrol
www.karba.com 1/1 5
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WATER TANKERS
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il;rne ya da kullanma suyunun taginmasinda kullanilan ekipmanlardir.
Uygulandigi aracin tasima kapasitesine bagli olarak cok deqisik kapasitelerde
uretilmekle beraber, genellikle 20.000 litreye kadar Uretimleri yapilmaktadr.
Kullanim yerine gore siyah sac ya da paslanmaz celik olarak imalatlari
yapilmaktadir. Uretim amacina gore arag oniine ve / ya da arkasina sulama
mozullan da yerlestirilebilmektedir.

Tahrikini arag motorundan olan, genellikle 10 barda 1500 litre /dakika kapasiteli
merkezkac tip pompa ile techiz edilebilmektedir. Ihtiyag duyulmasi halinde
degisik kapasitelerde pompalar da kullanilabilmektedir. Yine kullanim yerine
gore su monitoru de yerlestirilebilmektedir. Kullanilan pompalar, sabit su
kaynaklarindan tankerin doldurulmasina olanak saglayan on vakum sistemleri
de icermektedir.

Model ST03 STO6 STO08 ST13 $T18
Sase bxZ - bxd

Arag Tagima Kapasitesi (En Az)  8.500 kg 15.000kg  18.000 kg 25.000kg  35.000 kg
Tank Kapasitesi 3.000m’  6.000m"  8.000m’ 13.000m’  18.000 m’
Tank Malzemesi AlSI 304 Paslanmaz Sac

Ilk Miidahale Cikndi Aliiminyum imal / 1"-30 mt. Hortum / Jet-sis Tabanca
Valf ve Rekorlar Paslanmaz Aluminyum

Pompa Karba 1500 N (10 Bar 1500 Lt/Dk]

Dolaplar 2 Adet Aliminyum Kapakl

¢ Adet Silindirik Tip Tepe Lambasi
Su/ Kdpiik Monitédrii (Karba 1200)

Uyarn ve Aydinlatma
Monitor

2 Adet Emis Hortumu [4°-3 mt] - 1 Adet Cikuk Kolu

Z Adet Katlamir Bez Basing Hortumu [20 mt-2"] _

¢ Adet Rekor Anahtar [2°-2.5"-4"] 1 Adet Kalpeli Emig Stizgeci [Klape Ipiyle)
1 Adet Duz Lans [2" ve 2.5" Rekor Bagl. 1 er Adet] - Tesisat paslanmaz

Standart Aksesuarlar

Sulama Sistemi [On Sulama basingli, arka sulama cazibeli akis)

Dpsiyonel Aksesuarlar Arka su dagitim vanali bar

Equipment used in transport of drinking and utility water. These tankers are
manufactured in difference capacities generally up to 20,000 liters depending on
the gross vehicle weight of the chassis vehicle which they will be mounted on.
Depending on the area of use these vehicles are manufactured as carbon steel or
stainless steel. Also depending on the area of use these vehicles can be equipped
with watering nozzles in the front and on the rear.

These vehicles are equipped upon need with centrifugal type pumps driven by the
vehicle engine with a capacity of 1500 [/m at 10 bars. In case of need, pumps with
different capacities can be used. Depending on the area of use these vehicles can
be equipped with a throwing monitor. The pumps used in these vehicles have a
front vacuum system which allows filling the tank from a fixed water source.

POTABLE WATER TANKERS Specification

Model ST03 ST06 ST08 $T13 $T18
Chassis bxé - bxd

Vehicle Carrying Capacity [at least] 8.500kg 15.000kg 18.000kg 25.000kg 35.000 kg
Tank Capacity 3.000m’ 6.000m" 8.000m’ 13.000m’ 18.000m'
Tank Material Al51 304 Stainless Steel

First Intervention Reel Aluminium made / 1" -30 m hose / Jet-Spray gun

Valves and Couplings Stainless Aluminium

Pump Karba 1500 N (10 Bar 1500 Lt/Dk)
Cabinets 2 units of Aluminium Doors
Z Cylindrical Type Top Lamp

Water/Foam Monitor [Karba 1200)

Warning and lllumination

Monitor

¢ units suction hoses [4°-3 mt] - 2 unit fire fighting hose [20 mt-2°)
1 unit, handle reel - 2 Coupling Spanners [2"-2.5"-4")

1 unit of suction filter with clack - 1 unit of nozzle [2" and 2,5")
stainless steel fittings

Standard Accessories

Stainless Steel Tank - Pneumatic Suction - Pneumatic Discharge Yan

Hydraulic-Electric Crane - Remote Contraol
v.'m-.'x-.'.karha.mm./"7

Optional Accessories



WATER TANKERS

Icme ya da kullanma suyunun taginmasinda kullanilan ekipmanlardir. Equipment used in transport of drinking and utility water. These tankers are
Uygulandi@i aracin tagima kapasitesine bagli olarak cok degisik kapasitelerde manufactured in difference capacities generally up to 20,000 liters depending on
uretilmekle beraber, genellikle 20.000 litreye kadar dretimleri yapilmaktadir. the gross vehicle weight of the chassis vehicle which they will be mounted on.
Kullanim yerine gore siyah sac ya da paslanmaz celik olarak imalatlari Depending on the area of use these vehicles are manufactured as carbon steel or
yapilmaktadir. Uretim amacina gore arag oniine ve / ya da arkasina sulama stainless steel. Also depending on the area of use these vehicles can be equipped
mozullar da yerlestirilebilmektedir. with watering nozzles in the front and on the rear.

Tahrikini arag motorundan olan, genellikle 10 barda 1500 litre /dakika kapasiteli These vehicles are equipped upon need with centrifugal type pumps driven by the
merkezkac tip pompa ile techiz edilebilmektedir. lhtiyag duyulmasi halinde vehicle engine with a capacity of 1500 [/m at 10 bars. In case of need, pumps with
deqgisik kapasitelerde pompalar da kullanilabilmektedir. Yine kullanim yerine different capacities can be used. Depending on the area of use these vehicles can
gore su monitoru de yerlestirilebilmektedir. Kullanilan pompalar, sabit su be equipped with a throwing monitor. The pumps used in these vehicles have a
kaynaklarindan tankerin doldurulmasina olanak saglayan on vakum sistemleri front vacuum system which allows filling the tank from a fixed water source.

de icermektedir.

Model ST03 ST06 STO8 ST13 ST18 Model $T03 STO6 STO8 ST13 ST18
Sase b2 - bxd Chassis bxZ - bx4
Arag Tagima Kapasitesi (En Az) 8.500 kg 15.000kg  18.000 kg 25.000kg  32.000 kg Vehicle Carrying Capacity [at least) 8.500kg 15.000kg 18.000kg 25.000kg 32.000 kg
Tank Kapasitesi 3.000m" 6.000m  8.000m’ 13.000m’  18.000 m’ Tank Capacity 3.000m' 6.000m’ B.000m* 13.000m’ 18.000 m'
Tank Malzemesi AlS] 304 Paslanmaz Sac Tank Material AlSI 304 Stainless Steel
ilk Miidahale Cikrig Aliiminyum imal / 1°-30 mt. Hortum / Jet-sis Tabanca First Intervention Reel Aluminium made /1" -30 m hose / Jet-Spray gun
Valf ve Rekorlar Paslanmaz Aluminyum Valves and Couplings Stainless Aluminium
Pompa Karba 1500 N [10 Bar 1500 Lt/Dk] Pump Karba 1500 N (10 Bar 1500 Lt/ Dk]
Dolaplar ¢ Adet Aliminyum Kapakli Cabinets 2 units of Aluminium Doors
Uyari ve Aydinlatma Z Adet Silindirik Tip Tepe Lambas Warning and Illumination ¢ Cylindrical Type Top Lamp
Monitér Su/ Kopiik Monitdri [Karba 1200] Monitar Water/Foam Manitor (Karba 1200)

2 Adet Emis Hortumu [4"-3 mt) - 1 Adet Ciktik Kolu £ units suction hoses [4"-3 mt) - € unit fire fighting hose [20 mt-2")
Standart Aksesuarlar g i[dE:Tc ::;:l; rnil.rng?;:r?i:’.n"%é{.gg:l"?ui [ﬂ] ert“;.j;llli Emis Siizgeci [Klape ipiyle] Standard Accessories 1 Ezgi.nl}asnutal:lleii; :Ef:l-tegr &E;?E?Fagtﬁl??l?:i?nﬁ uEzzﬁle?E] and 2,5")

1 Adet Dz Lans [2" ve 2.5" Rekor Bagl. 1 er Adet] -TEﬁsisatpaslanmaz Stainless steel fittings .

Sulama Sistemi [On Sulama basincli, arka sulama cazibeli akis) : ; Stainless Steel Tank - Pneumatic Suction - Pneumatic Discharge Yan
Arka su dagitim vanali bar - i Optional Accessories Hydraulic-Electric Crane - Remote Control

]S/I.ﬂfw.karba.mm.tr

Opsiyonel Aksesuarlar



il;rne ya da kullanma suyunun taginmasinda kultamilan ekipmanlardir.
Uygulandigi aracin tasima kapasitesine bagli olarak cok deqisik kapasitelerde
uretilmekle beraber, genellikle 20.000 litreye kadar tretimleri yapilmaktadir.
Kullanim yerine gore siyah sac ya da paslanmaz celik olarak imalatlari
yapilmaktadir. Uretim amacina gore arag oniine ve / ya da arkasina sulama
mozullan da yerlestirilebilmektedir.

Tahrikini arag motorundan olan, genellikle 10 barda 1500 litre /dakika kapasiteli
merkezkac tip pompa ile techiz edilebilmektedir. Ihtiyag duyulmasi halinde
degisik kapasitelerde pompalar da kullanilabilmektedir. Yine kullanim yerine
gore su monitoru de yerlestirilebilmektedir. Kullanilan pompalar, sabit su
kaynaklarindan tankerin doldurulmasina olanak saglayan on vakum sistemleri
de icermektedir.

Model ST03 STOG ST08 ST13 ST18
Sase bxé - bxd

Arag Tagima Kapasitesi (En Az)  8.500 kg 15.000kg  18.000 kg 25.000kg  35.000 kg
Tank Kapasitesi 3.000m’  6.000m"  8.000m’ 13.000m’  18.000 m’
Tank Malzemesi AlSI 304 Paslanmaz Sac

Ilk Miidahale Cikndi Aliiminyum imal / 1"-30 mt. Hortum / Jet-sis Tabanca
Valf ve Rekorlar Paslanmaz Aliminyum

Pompa Karba 1500 N (10 Bar 1500 Lt/Dk]

Dolaplar 2 Adet Aliminyum Kapakl

¢ Adet Silindirik Tip Tepe Lambasi
Su/ Kdpiik Monitédrii (Karba 1200)

Uyarn ve Aydinlatma
Monitar

2 Adet Emis Hortumu [4°-3 mt] - 1 Adet Cikuk Kolu

Z Adet Katlamir Bez Basing Hortumu [20 mt-2"] _

¢ Adet Rekor Anahtar [2°-2.5"-4"] 1 Adet Kalpeli Emig Stizgeci [Klape Ipiyle)
1 Adet Duz Lans [2" ve 2.5" Rekor Bagl. 1 er Adet] - Tesisat paslanmaz

Standart Aksesuarlar

Sulama Sistemi [On Sulama basingli, arka sulama cazibeli akis)

Dpsiyonel Aksesuarlar Arka su daitim vanali bar

g -

Equipment used in transport of drinking and utility water. These tankers are
manufactured in difference capacities generally up to 20,000 liters depending on
the gross vehicle weight of the chassis vehicle which they will be mounted on.
Depending on the area of use these vehicles are manufactured as carbon steel or
stainless steel. Also depending on the area of use these vehicles can be equipped
with watering nozzles in the front and on the rear.

These vehicles are equipped upon need with centrifugal type pumps driven by the
vehicle engine with a capacity of 1500 [/m at 10 bars. In case of need, pumps with
different capacities can be used. Depending on the area of use these vehicles can
be equipped with a throwing monitor. The pumps used in these vehicles have a
front vacuum system which allows filling the tank from a fixed water source.

Model ST03 ST06 ST08 $T13 $T18
Chassis bxé - bxd

Vehicle Carrying Capacity [at least] 8.500kg 15.000kg 18.000kg 25.000kg 35.000 kg
Tank Capacity 3.000m’ 6.000m" 8.000m’ 13.000m’ 18.000m'
Tank Material Al51 304 Stainless Steel

First Intervention Reel Aluminium made / 1" -30 m hose / Jet-Spray gun

Valves and Couplings Stainless Aluminium
Pump Karba 1500 N [10 Bar 1500 Lt/Dk]
Cabinets £ units of Aluminium Doors

Z Cylindrical Type Top Lamp
Water/Foam Monitor [Karba 1200)

Warning and Illumination
Monitor

¢ units suction hoses [4"-3 mt) - 2 unit fire fighting hose [20 mt-2"]
1 unit, handle reel - 2 Coupling Spanners [2"-2.5"-4")

1 unit of suction filter with clack - 1 unit of nozzle [2" and 2,5")
stainless steel fittings

Standard Accessories

Stainless Steel Tank - Pneumatic Suction - Pneumatic Discharge Yan

Hydraulic-Electric Crane - Remote Control
W ww.karba.mmj/“ 9

Optional Accessories
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SEWER CLEANING COMPONENTS

KANAL HORTUM SARMA TAMBURLARI

CANAL HOSE REELS

Ana Kanal Agma Tamburu [Dénerli) 3/4-1"80-120 m

Ana Kanal Agma Tamburu [Sabit] 3/4-1"B0-120 m
Main canal hose reel (Winding] 3/4-1780-120 m
Canal Hose Reel [Fixed) 3/4-1"B0-120 m

;. A VE TEMIZLEME EKIPMANLARI AKSAMLARI

YARDIMC| KANAL HORTUM SARMA TAMBURLARI

AUXILLARY CANAL HOSE REEL

Yardimci Kanal Agma Tamburu (Manuel]  1/2°30-80m
Yardimer Kanal Agma Tamburu (Hidrolik]  1/2" 30-80 m

Auxiliary Hose Drum [Manuel) 1/2°30-80 m
Auxiliary Hose Drum [Hydraulic) 1/2" 30-80 m

VANALAR

GEYT VANA 4" - 6" PNOMATIK
GEYT VALVES - 4" - 6" PNOMATIC

20ﬂww.karba.mm.tr

GEYT VANA 4" - 6" MANUEL
GEYT VALVES - 4" - 6" MANUAL



KANAL ACMA BASLIKLARI

o

- 2

AGIR HIZMET AGIR HIZMET BURGULU ZINCIRLI
HEAVY DUTY HEAVY DUTY TWISTED CHAIN

SiVRi TiP KOK TiP SONSUZ DONUSLER
SHARP TYPE ROOT TYPE INFINITE LOOP

BOMBELI HORTUM REKORLARI
BUMBLE HOSE RECORDINGS

VAKUM EMNIYET VALFi BASING EMNIYET VALFi NEM TUTUCU SAMANDIRA HAVA FILTRESI
VACUUM SAFETY VALVE PRESSURE SAFETY VALVE MOISTURE HOLDER WATER-GAUGE AIR FILTER

BOMBELI HORTUM REKORLARI
BUMBLE HOSE RECORDINGS

€ o

www.karha.mm.yzj
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ASO 1. 0SB Ahi Evran 0SB Mh. 0guz Cd. No:53/2 Sincan-ANKARA-TURKIYE
ASO 2/3 0SB Alci Mh. 2017 Cd No:18 Temelli / Sincan-ANKARA-TURKIYE
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